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NITRO-SYNTETIC PAINT 

 

PRODUCT 

Quick drying nitro spray paint 

 

PROPERTIES AND FIELDS OF USE  

Nitro-synthetic solvent enamel for professional and hobby use. For indoor and outdoor use. Excellent 

resistance to hydrocarbons. Fast drying. Excellent resistance to weathering and light. Over-paintable. 

Ideal for: BODYWORK (cars, motorcycles, bicycles, etc.) - INDUSTRY (tanks, machinery, metal 

structures, etc.) – DIY. 

 

SURFACES 

High adhesion on several supports such as metal (iron, brass, steel), ABS plastics (except PP or 

similar), wood, glass, stone, cement. For plastic surfaces, apply the plastic primer beforehand. 

Incompatibility: do not apply on surfaces with residues of products containing silicones. Do not apply 

on polystyrene. Application on synthetic paints is not recommended. 

 

TECHNICAL SPECIFICATIONS 

Binder type  nitro-synthetic 

Yield  1.5-2 m2 

Pressure at 20 ºC  From 4.2 to 4.8 bars 

Pressure at 50 ºC  From 7.6 to 8.4 bars 

COV        see SDS Sec. 9.1 and 15.3 

Gloss level:             

 Gloss           75-90 glosses at 60° 

Satin       20-40 gloss at 60° 

Matt                  5-15 gloss at 60° 

Maximum temperature:     80-100 °C 

Drying time: 

 Dust-free      10 minutes 

 Dry to touch  20 minutes 

 Deep dry  24 hours 

 

INSTRUCTIONS FOR USE 

Before use carefully read the instructions on the can and consult the SDS for safe handling of 

the product (Sec. 7.1). 

Use between 10 and 25 ºC on surfaces at the same temperature in well-ventilated place. Mask the 

parts not to be treated. Remove residues of rust or paint not anchored. Degrease. Shake vigorously 

the can for approx. 2 minutes from the moment you hear the mixing balls. Make a spray test on a 

separate surface. Spray a layer in cross coats, from a distance of 20-25 cm. If necessary repeat the 

application after about 15 minutes. On plastic surfaces we recommend the use of the special plastic 

primer. Use the filler base beforehand to level the surfaces. Every time you finish the application, 
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turn the can upside down and spray for a few seconds until the product comes out so you can clean 

the spray-head. 

For further information refer to the SDS: labelling (Sec. 2.2), storage (Sec. 7.2) and disposal 
(Sec. 13).  

 
EXEMPTION FROM LIABILITY 

The information contained in this document is provided to the best of our scientific knowledge. 
However, they should be regarded as non-binding indications and do not release the consumer from 
personally carrying out checks on the products as to their compatibility with their intended uses. 
Colorpack Srl is relieved of any liability if any damage is not link to specific causes attributable to 
the same Colorpack Srl. 
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